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Silage cutting shovel SILO BUCKET 

Technical data SB 120 N SB 150 N 

Block width 1,19 m 1,44 m 

Block height 0,70 m 0,70 m 

Block depth 0,78 m 0,78 m 

Volume 0,64 m³ 0,78 m³ 

Cylinder Ø (2 pcs.) 100 mm 100 mm 

Net weight 490 kg 550 kg 

 

Technical data SB 170 M SB 195 M SB 220 M 

Block width 1,69 m 1,94 m 2,19 m 

Block height 0,80 m 0,80 m 0,80 m 

Block depth 0,78 m 0,78 m 0,78 m 

Volume 1,05 m³ 1,21 m³ 1,36 m³ 

Cylinder Ø (2 pcs.) 110 mm 110 mm 110 mm 

Net weight 750 kg 830 kg 910 kg 

 

Technical data SB 170 H SB 195 H SB 220 H SB 240 H 

Block width 1,69 m 1,94 m 2,19 m 2,41 m 

Block height 1,10 m 1,10 m 1,10 m 1,10 m 

Block depth 0,80 m 0,80 m 0,80 m 0,80 m 

Volume 1,48 m³ 1,71 m³ 1,93 m³ 2,12m³ 

Cylinder Ø (2 pcs.) 110 mm 110 mm 110 mm 110 mm 

Net weight 980 kg 1080 kg 1180 kg 1280 kg 

 

Technical data SB 195 XL SB 220 XL SB 240 XL 

Block width 1,94 m 2,19 m 2,41 m 

Block height 1,30 m 1,30 m 1,30 m 

Block depth 1,00 m 1,00 m 1,00 m 

Volume 2,52 m³ 2,84 m³ 3,13 m³ 

Cylinder Ø (4 pcs.) 100 mm 100 mm 100 mm 

Net weight 1600 kg 1680 kg 1760 kg 

 
 


