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Silage distributor SILO FOX 

Technical data SF 175 Classic SF 195 Classic SF 215 Classic 

Drum diameter 1.040 mm 1.040 mm 1.040 mm 

Total width of drum 1.750 mm 1.950 mm 2.150 mm 

Working width 2.500 mm 2.650 mm 2.850 mm 

Required tractor power from 60 HP from 60 HP from 70 HP 

PTO speed rear | front 540 | 1000 540 | 1000 540 | 1000 

Weight approx. 460 kg approx. 480 kg approx. 530 kg 

Weight of water filling approx. 350 kg approx. 350 kg approx. 350 kg 

Pivoting angle, each left and right 20° (optional) 20° (optional) 20° (optional) 

Spread width adjustment - ✓ ✓ 

 

Technical data SF 205 Titan SF 245 Titan 

Drum diameter 1.150 mm 1.150 mm 

Total width of drum 2.050 mm 2.450 mm 

Working width 2.700 mm 3.100 mm 

Required tractor power from 70 HP from 90 HP 

PTO speed rear | front 540 | 1000 540 | 1000 

Weight approx. 690 kg approx. 790 kg 

Weight of water filling approx. 450 kg approx. 450 kg 

Pivoting angle, each left and right 20° (optional) 20° (optional) 

Spread width adjustment ✓ ✓ 

 

Technical data SF 230 Gigant SF 280 Gigant 

Drum diameter 1.300 mm 1.300 mm 

Total width of drum 2.300 mm 2.800 mm 

Working width 3.000 mm 3.500 mm 

Required tractor power from 100 HP from 120 HP 

PTO speed rear | front 540 | 1000 540 | 1000 

Weight approx. 990 kg approx. 1040 kg 

Weight of water filling approx. 1000 kg approx. 1000 kg 

Pivoting angle, each left and right 20° (optional) 20° (optional) 

Spread width adjustment ✓ ✓ 

 

Technical data SF 260 Koloss SF 290 Koloss 

Drum diameter 1.480 mm 1.480 mm 

Total width of drum 2.600 mm 2.900 mm 

Working width 3.400 mm 3.700 mm 

Required tractor power from 140 HP from 160 HP 

PTO speed rear | front 540 | 1000 540 | 1000 

Weight approx. 1400 kg approx. 1530 kg 

Weight of water filling approx. 1000 kg approx. 1000 kg 

Pivoting angle, each left and right 20° (optional) 20° (optional) 

Spread width adjustment ✓ ✓ 

 


